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Utförande
Lackerad metall. Vit RAL 9010, svart RAL 9005, grå RAL 7030. Andra färger på  
begäran. Bländskydd uppåt och nedåt i matt akryl. 

LED info 
Systemeffekt 9W. Armaturlumen 420LM . Korrelerad färgtemperatur 2700K. 
Färgtolerans SDCM 3. Färgåtergivning >RA 80.
Inklusive dimbar 230V/E27 LED retrofit ljuskälla.

Montage
I takkrok, 2,5 m kabel. Inklusive takkopp.

Anslutning
Takkontakt alt. kopplingsplint 2x2,5mm2.

Design
Note Design Studio 2018.
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Finish
Painted metal. White RAL 9010, black RAL 9005 or grey RAL 7030. Diffuser in opal 
acrylic. Other colours on request.

LED info 
System power 9W. Luminaire Luminous Flux 420LM. CCT 2700K. SDCM 3.  
CRI >80. Including dimable LED lightsource 230V/E27.

Installation
In ceiling-hook. 2,5 m cable. Including ceiling cup.

Connection
Terminal block 2x2,5mm2.

Design
Note Design Studio 2018.
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PRODUKTFAKTA/PRODUCT SPECIFICATION
EFFEKT/POWER LJUSFLÖDE/LUMINAIRE FLUX KELVIN/KELVIN CRI Färg/Color ART.

9W 420LM 2700K >80 Vit/White 8341-1-01

9W 420LM 2700K >80 Svart/Black 8341-1-06

9W 420LM 2700K >80 Grå/Grey 8341-1-11
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NOTE DESIGN STUDIO
Creativity is about searching for what is missing, to constantly realign thoughts and expressions 
to find that moment of insight when everything clicks. At Note we collaborate intensely, with 
personal passion and our design disciplines – interior, product, graphic, architecture, and 
strategies – to share our insights with the world.
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Head office:
Pukebergarnas väg,

SE-382 28 Nybro, Sweden
+46(0)481 800 00

info@zero.se

Showroom Stockholm:
Södermalmsallén 36,

SE-118 28 Stockholm, Sweden
+46(0)8-545 850 00

info@zero.se


